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Non-Impact Punchdown Tools with Fixed Blades

• Non-impact, low-cost punchdown tools for 110, 66 & BIX.

• Works with 28-22 AWG (.08 - .5 mm2).

• Solid or stranded, single insulation wire.

• Comfortable rubber handle grip.

• Performs both cut and punch functions.

• Perfect for small jobs and the do-it-yourself installer.

• Fits in the palm of your hand.

• Typically lower in cost than replacement blades for 

punchdown tools.

CAT. NO. DESCRIPTION

PA3580 110 Punchdown Tool

PA3581 66 Punchdown Tool

PA3582 BIX™ Punchdown Tool

SPECIFICATIONS

Weight 3 oz. (86 g)

Length 4” (102 mm)

Punchdown Stripper

• Self-regulating strip depth.

• Fast and easy to use.

• Great for CAT-5, CAT-5e, and CAT-6 data cable.

• Built-in 110 punchdown (punch only).

CAT. NO. DESCRIPTION

PA1913 Punchdown stripper

SPECIFICATIONS

Weight 2 oz. (57 g)

Length 4” (102 mm)

PA3582

PA3581

PA3580

Can Wrench

• Strips PVC insulation.

•  Strips outer jacket of AWG 22/4 and 24/4 telephone cable.

• Strips insulation of  AWG 22 (.34 mm2) and AWG 24 (.20 mm2) wire.

•  3/8” (9.5 mm) and 7/16” (11 mm) hex sockets for accessing panels.

• Durable shock-resistant design.

CAT. NO. DESCRIPTION: HEAVY DUTY KEYSTONE TIP-

PA1900 Can Wrench

SPECIFICATIONS   

Overall Length 7.87" (200 mm)

Weight 5 oz.(.140 g)


